
THE MAXIMUM 
OF QUALITY...

Its Ytterbium fiber laser is 
specifically designed for 

application with levels of 
power from 10 to 30 W. 

The fiber based optical design 
and the strong mechanical 

structure allow it to operate 
in industrial enviroments 

where impacts, vibrations and 
dust aren’t a problem.

...ITHE BEST 
OF DESIGN

Innovative, compact and 
flexible, the FQ is the latest in 
a family of lasers that desen’t 

require maintenance.
Its unique design allows it to 

take up a minimal amount 
of space and is easy to 

integrate in various industrial 
applications.

EFFICIENCY
AND SAVING

The laser offers low operative 
costs along with efficiency in 

management.

FLEXIBLE 
AND VERSATILE

Its structure allows it to 
occupy the minimum space 

and has a double scanner 
marking head, based on 

the innovative Pulse Fiber 
laser platform, capable of 
simultaneous, high quality 
marking at extremely high 
speeds, duplicated on two 

surfaces.

FIBER LASER 
FQ

Q-switched 
Ytterbium fiber laser, 
efficient, flexible and 

innnovative.
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Printing specifications
•	 Laser type: Q-Switched Ytterbium Fiber
•	 Ideal for: “strong” industrial enviroments
•	 Average power: 10/20/30 W
•	 FQ10 power peak: 4 W
•	 FQ20 power peak: 8 W
•	 FQ30 power peak: 10 W
•	 Electrical power: 60 W (about)
•	 Positioning: red pointing diode
•	 Field resolution: 16 bit (65.535 data points)
•	 Galvanometer repeatability: < 22 micro 

radian

Other details
•	 Standard markers dimensions (LxW): 584,15 x 

127 mm. (22.604 x 5.000 in.)
•	 Various Z-markers: 618,80 x 160,5 mm. 

(24.359 x 6.320 in.)
•	 F100 lens: 142,20 mm (5.598 in.)
•	 F160 lens: 140,41 mm (5.528 in.)
•	 F163 lens: 156,62 mm (6.166 in.)
•	 F254 lens: 170,20 mm (6.701 in.)
•	 F330 lens: 174,39 mm (6.866 in.)
•	 F350 lens: 158,49 mm (6.240 in.)
•	 F420 lens: 173,99 mm (6.850 in.)
•	 Various Z-markers: F160 140,82 mm (5.544 

in.); F254 170,77 mm (6.725 in.)
•	 Marking field size: see lens size
•	 Support weight: about 6,682 kg. (15lbs.)
•	 Mounting Holes: factory-tapped M6-1.00 

holes
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